TimeDesign

Die fortschrittliche Fingerprint Losung

MA 300 Relay Box

Das Terminal MA300 kann mit Relais-Box und auch ohne Relais-Box eingesetzt werden

Sicherheits Relais Box (SRB) ist eine kostengiinstige Variante um die Einzeltursteuerung der Zugriffskontrolle auf einfache
und sichere Art und Weise zu verbessern.

Die BOX empfangt verschlisselte Signal von Wiegand ZKAccess Fingerprint-Leser. Das Relais (BOX) befindet sich im
gesichertzen Bereich (innerhalb des Gebaudes). Dadurch wird eine hohe Sicherheit fiir diese Tirsteuerung erreicht.

Das Terminal befindet sich vor der Tr, die Steuerung fir den Turéffner befindet innerhalb des Gebaudes.

+12v External Wiegand Relay
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DISCOVER THE NEW ANTI-BURGLAR MICROCONTROLLER FOR OUTDOOR ACCESS CONTROL
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B INSIDE Presenting you the new Micro-Controller.
j

Multibio 700 A zecure relay box that connects by Wiegand to ZKTeco s range of access contral terminals, such as the IPBS
rated MA3I00 and TF1700. As these readers are ideal for outdoar installations, you can connect this micro-
controller indoor by Wiegand communication, hereby ensuring the perfect waterproof and anti-hurglany access
control system.

For further information on this innovative tool, feel free to have a look at ourwebsite for at www zktechnology.eu;
or simply contact our sales team at sales@ezktechnoloogy.eu

Artikelnummer: TIDE-MA300
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